
NOTES:
1. DO NOT PLACE CURB BOX WITHIN PAVED AREAS (SIDEWALKS, DRIVEWAYS, STREETS).
2. HDPE MAIN SERVICE TAPS SHALL USE ELECTRO FUSION SADDLES FOR NEW AND EXISTING MAINS
       OF ALL SIZES.

LARGE SERVICE INSTALLATION ON EXISTING WATER MAIN IN SERVICE
4" & LARGER

PVC OR HDPE (MIN. 5' COVER)TAPPING VALVE

2' MINIMUM SEPARATION

TAPPING SLEEVE
ON MAIN IN

SERVICE
STANDARD VALVE BOX

LARGE SERVICE INSTALLATION  WITH NEW WATER MAIN INSTALLATION
4" & LARGER

STANDARD VALVE BOX

PVC OR HDPE (MIN. 5' COVER)
STANDARD GATE VALVE

TEE

SMALL SERVICE INSTALLATION
3/4" THRU 2" (MIN. 5' COVER)

RIGHT-OF-WAY LINE

STANDARD CURB BOX
CTS SDR-9 200 PSI HDPE

MAIN IN
SERVICE

CORPORATION STOP CURB STOP INSTALLED
WITH VADLE

SERVICE LINE

TO CUSTOMER

2' MIN.

INDOT NO. 53/73 OR NO. 8 STONE

SERVICE INSTALLATIONS
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