
NOTES:

1. JOINTS MAY REQUIRE RESTRAINT WITHIN CASING IF SPECIFIED.

2. TRACING WIRE TO BE INSTALLED THROUGH ALL CASED BORINGS AND CONNECTED TO MARKING POSTS.

3. STEEL PIPE CASING SHALL CONFORM TO THE REQUIREMENTS OF ASTM A283, GRADE B, C, OR D. ALL

JOINTS SHALL BE WELDED  INTERIOR JOINTS SHALL BE GROUND TO A SMOOTH FINISH.  ALL WELDING

SHALL BE PERFORMED IN ACCORDANCE WITH AWWA C206, "AWWA STANDARD FOR FIELD WELDING OF

STEEL WATER PIPE."  COATING FOR STEEL CASING ARE NOT REQUIRED.

4. STEEL PIPE CASING SHALL BE INSTALLED SYMMETRICAL ABOUT WATER MAIN CENTERLINE (TYP).  PIPE

CASING SHALL BE LAID TRUE TO LINE AND GRADE WITH NO BENDS OR CHANGES IN GRADE FOR THE FULL

LENGTH OF THE CASING.

5. CASING ONLY TO BE FILLED WITH SAND OR GROUT WITH APPROVAL BY CITY UTILITIES.

6. STEEL CASING SECTIONS SHALL BE CONNECTED BY WELDING. WELD SHALL CONFORM TO AWWA C206.
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MARKING POST

(SEE "MARKING POST (FOR

POTABLE WATER)" DETAIL)

RECEIVE OR BORE PIT

TOP OF

CASING PIPE

RECEIVE OR BORE PIT
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DISTANCE OF BORE

PROTECTION AT ENDS OF CASINGS

(SEE "CASING END SEALS" DETAIL)

PIPE CASING SPACER

(SEE "CASING SPACERS

(TYPICAL)" DETAIL)

CARRIER PIPE

TYPICAL JACKED AND BORED CASING PIPE
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