
1/4" FLOOR

PLATE

KEY WRENCH

OPENING

S.S. AUTOMATIC

HOLD OPEN ARM

METER SIZE

& TYPE

METER

DIMENSIONS

(H x W)

METER PIT

CLEAR OPENING

(C x D)

ACCESS DOOR

FRAME OPENING

(A x B)

MANUFACTURER

CATALOG NUMBER

(SPECIFY OPTIONS IF

REQUIRED)

2" C.T. 14 1/4" X 8 3/16" 22" X 23" 24" X 24" EAST JORDAN H24241201

3" C.T. 18 3/4" X 10 1/2" 22" X 23" 24" X 24" EAST JORDAN H24241201

4" C.T. 22" X 12 3/4" 22" X 23" 24" X 24" EAST JORDAN H24241201

6" C.T. 28" X 17" 22" X 23" 24" X 24" EAST JORDAN H24241201

2" C.T. 14 1/4" X 8 3/16" 22" X 23" 24" X 24" USF FABRICATION AHS H-20-24X24 ALUM.

3" C.T. 18 3/4" X 10 1/2" 22" X 23" 24" X 24" USF FABRICATION AHS H-20-24X24 ALUM.

4" C.T. 22" X 12 3/4" 22" X 23" 24" X 24" USF FABRICATION AHS H-20-24X24 ALUM.

6" C.T. 28" X 17" 22" X 23" 24" X 24" USF FABRICATION AHS H-20-24X24 ALUM.

3" F.M./C.T. 18" X 14 1/4" 33" X 35" 36" X 36" USF FABRICATION AHS H-20-36X36 ALUM.

4" F.M./C.T. 19" X 14 1/4" 33" X 35" 36" X 36" USF FABRICATION AHS H-20-36X36 ALUM

6" F.M./C.T. 24 1/2" X 16 1/2" 33" X 35" 36" X 36" USF FABRICATION AHS H-20-36X36 ALUM.

NOTES:

1. ACCESS DOORS TO BE EQUIPPED WITH T-HINGES, ADJUSTABLE RATCHETS, 316  STAINLESS STEEL BOLTS

HINGES AND HOLD OPEN ARM. OTHER DESIRED OPTIONS SHALL BE SPECIFIED.

2. REMOVABLE KEY WRENCHES ON THE FLUSH DROP HANDLES ARE RECOMMENDED FOR LOCKING METER

PIT ACCESS DOOR.

3. NO METER PITS SHALL BE INSTALLED IN STREETS, PARKING LOTS, DRIVEWAYS OR ANY AREA WHERE

VEHICULAR TRAFFIC MAY OCCUR WITHOUT PRIOR APPROVAL BY THE UTILITY.

4. OTHER EQUAL ACCESS HATCHES MAY BE USED WITH PRIOR APPROVAL.

5. DESIGNED FOR OFF STREET LOCATIONS WHICH MAY OCCASIONALLY RECEIVE H-20 WHEEL LOADS.

6. AREA OF FRAME IN CONTACT WITH CONCRETE TO BE PAINTED WITH BITUMINOUS COATING.
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