
VARIES

3" THICK LAYER

SHREDDED HARDWOOD MULCH

TOP OF ROOTBALL SET AT GRADE

GROWN IN NURSERY.REMOVE ALL

WIRE, ROPE, AND TWINE AT BASE OF

TRUNK AND CUT OFF OR ROLL UNDER

1/3 OF BURLAP TO BELOW GRADE.

REINFORCED RUBBER

HOSE (1 INCH DIA.)

DOUBLE #9 GAUGE GUY WIRE

TWISTED AND WRAPPED TWICE

AROUND EACH POST

9 FOOT STEEL "T" POST,

DRIVEN 3 FEET BELOW

FINISHED GRADE.

RAIN GARDEN SOIL MIX.

UNDISTURBED SOIL

REMOVE ROOTBALL FROM

CONTAINER. SET TOP OF

ROOTBALL AT GRADE

GROWN IN NURSERY.

3" THICK LAYER

SHREDDED HARDWOOD

MULCH. DO NOT PLACE

MULCH AGAINST TRUNK.

RAIN GARDEN SOIL MIX

UNDISTURBED SOIL

REMOVE ROOTBALL FROM

CONTAINER. SET TOP OF

ROOTBALL AT GRADE

GROWN IN NURSERY.

3" THICK LAYER SHREDDED

HARDWOOD MULCH.

DO NOT PLACE MULCH

AGAINST PLANT STEMS.

RAIN GARDEN SOIL MIX

UNDISTURBED SOIL

SEE PAPER PLANT LIST FOR SPACING

REQUIRMENTS

VARIES

2' MIN.

TREE

SHRUB

PLUG

RAIN GARDEN PLANTING DETAILS
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