TEMPORARY SIGNAL TIMING PLAN

(Adopted 12-17-15)

Intersection:  
Contract No.:  
Official Action #:  

Controller Type:  
☐ Temporary Traffic Signal  
☐ Portable Traffic Signal

Intersection Operation:  
☐ Pre-Timed  
☐ Semi-Actuated  
☐ Fully Actuated

Preemption:  
☐ None  
☐ Railroad  
☐ Emergency Vehicle

Interconnection:  
☐ None  
☐ Radio  
☐ Fiber-Optic  
☐ Other

Pedestrian Phasing:  
☐ Yes  
☐ No

Phase Diagram

☐ Two Phase

1  
2  

☐ Four Phase

1  
2  
3  
4

☐ Eight Phase

1  
2  
3  
4  
5  
6  
7  
8

Signal Timing Parameters

<table>
<thead>
<tr>
<th>Phase Number</th>
<th>Minimum Green</th>
<th>Yellow</th>
<th>All Red</th>
<th>Max. Green 1</th>
<th>Max. Green 2</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Other Instructions:  
Signals On:  
Signals Flash:

Prepared by:  
Title: