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SECTION 01 57 00
TEMPORARY CONTROLS
NTS:  This section provides general procedures and requirements for site and environmental controls during construction, including controls for noise, dust, pests, water, and pollution. Erosion control is covered in more detail in 01 57 13 Erosion and Sedimentation Control. Add requirements and delete inapplicable paragraphs as necessary, and edit to suit the project.  
Control of pollution and erosion may necessitate special requirements for each project.  Coordinate these with sections listed in Paragraph “1.1.B” of this section, and with site work specifications, as applicable.
For multiple-prime contract projects, edit this section to specify the contractor responsible for temporary controls.
GENERAL
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]DESCRIPTION
Scope:
Contractor shall provide and maintain methods, equipment, and temporary construction as required to control environmental conditions at the Site and adjacent areas.  
Maintain controls until no longer required.
Upon completion of the Work, remove temporary controls and restore Site to specified condition; if condition is not specified, restore Site to pre-construction condition.
NTS:  Insert at (--1--) below only sections covering products, construction, and equipment specifically identified in this section and directly referenced in this specification.  Do not list administrative and procedural Division 01 sections.  
Related Sections:
Section  (--1--).
MEASUREMENT AND PAYMENT
Temporary Controls:
All items listed in this specification are to be included in overall Project cost and not bid as a separate Work item. 
NOISE CONTROL
Noise Control – General: 
Contractor’s vehicles and equipment shall minimize noise to greatest degree practicable.  Air compressors shall be equipped with silencers and the exhaust of all gasoline and/or diesel motors and other power equipment shall be provided with mufflers.
Noise levels shall conform to Laws and Regulations, including OSHA requirements and local ordinances. 
Noise levels shall not interfere with the work of Owner or others. No Work shall be performed within residential areas before 7:00 am or after 8:00 pm.
DUST CONTROL
Control objectionable dust caused by Contractor's operation of vehicles and equipment, clearing, or other actions.  To minimize airborne dust, apply water or use other methods subject to acceptance of Engineer and approval of authorities having jurisdiction.
The Contractor shall maintain a mechanical broom on Site at all times. All open streets upon which construction activities have occurred shall be broom clean at the end of the workday or as directed. These construction activities include, but are not limited to deliveries, hauling, and equipment transport. 
The Contractor shall maintain filled surfaces which are subject to vehicular traffic in a dust-free condition by the use of approved treatment by the Engineer until final paving or other final treatment of surface is accomplished. 
Dust control operations shall be performed by the Contractor at the time ordered by the Owner, but failure of the Owner to issue such order will not relieve the Contractor of this responsibility.  The cost of dust treatment is considered as incidental and shall not be grounds for extra payment.
PEST AND RODENT CONTROL
NTS:   Insert special requirements when pests and rodents may be a problem, such as near sanitary landfill sites or in a new building that may become infested during construction.
Pest and Rodent Control – General: 
Provide rodent and pest control as required to prevent infestation of the Site and storage areas.
Employ methods and use materials that do not adversely affect conditions at the Site or on adjoining properties.
POLLUTION CONTROL
Pollution Control – General:
Provide methods, means, and facilities required to prevent contamination of soil, water, or atmosphere caused by discharge of noxious substances from construction operations.
Equipment used during construction shall conform to federal, state, and Local Laws and Regulations.
Spills and Contamination:
Provide equipment and personnel to perform emergency measures required to contain spillages, and to remove contaminated soils or liquids.
Excavate contaminated earth and dispose of off-Site, and replace with suitable compacted fill and topsoil.
Protection of Surface Waters: Implement special measures to prevent harmful substances from entering surface waters.  Prevent disposal of wastes, effluents, chemicals, or other such substances in or adjacent to surface waters and open drainage routes, in sanitary sewers, or in storm sewers.
Atmospheric Pollutants: 
Provide systems for controlling atmospheric pollutants related to the Work.
Prevent toxic concentrations of chemicals.
Prevent harmful dispersal of pollutants into atmosphere.
Solid Waste: 
Provide systems for controlling and managing solid waste related to the Work.
Prevent solid waste from becoming airborne, and from discharging to surface waters and drainage routes.
Properly handle and dispose of solid waste.  All debris resulting from construction operations; i.e. packaging, waste material, damaged equipment, etc. shall be trucked from the construction Site by the Contractor and disposed of in accordance with Federal, State, and City rules and regulations. Consult with City and local authorities to establish thoroughfares that can be used as haul routes. Confine construction traffic to designated haul routes. The Contractor shall police the hauling of debris to ensure that all spillage from haul trucks is promptly and completely removed from public right-of-ways. 
TEMPORARY FENCING FOR EXCAVATIONS
0. Furnish and install a temporary fence surrounding excavations and work area.  Fence shall have openings only at vehicular, equipment and worker access points.
The fence shall be an orange safety fence type enclosure, 48 inches high. Fence shall be constructed of high density polyethylene with oval openings. The mesh openings shall be 1 ¾ inches by 1 ¾ inches. Posts shall be made of steel, either U, Y, T or channel section, and shall have corrugations, knobs, notches or studs. Posts shall be anchored 2 feet into the ground. Posts shall have holes every two inches that the fencing shall be attached by zip lock ties. Posts shall be placed no further than ten feet apart. 
NTS:  Edit Section “1.8” below with requirements from the Nationwide Permit (NWP) 12 and authorities having jurisdiction. Delete Section “1.8” if Project does not interfere with a wetland coordinate wetland fencing location with Drawings 
TEMPORARY FENCING FOR EXISTING OR RESTORED WETLANDS
0. Furnish and install a temporary fence surrounding wetland and work area.  Fence shall have openings only at vehicular, equipment and worker access points.
0. Fence shall be installed ten feet from the wetland border (flagged during delineation) to provide a buffer as directed by the Engineer. 
0. Provide 0.125-inch thick, 10-inch by 14-inch, rigid fiberglass reinforced plastic signs with fad resistant embedded graphics on fence posts denoting “Wetland Protection Area, Caution! This is a fragile plant and animal habitat. Please help us protect this natural resource. Do not disturb” on each side of the Wetland.
The fence shall be an orange safety fence type enclosure, 48 inches high. Fence shall be constructed of high density polyethylene with oval openings. The mesh openings shall be 1 ¾ inches by 1 ¾ inches. Posts shall be made of steel, either U, Y, T or channel section, and shall have corrugations, knobs, notches or studs. Posts shall be anchored 2 feet into the ground. Posts shall have holes every two inches that the fencing shall be attached by zip lock ties. Posts shall be placed no further than ten feet apart. 
Maintenance: Maintain temporary snow fence-type barriers as required.  Repair or replace when damaged.  Reinstall barriers where barrier installation has degraded over original temporary barrier installation.
NTS:  Note that paragraph below references permit and/or wetland requirements in construction documents.  Edit as needed to match where permit requirements are listed.  Include copy of City obtained permit.
Nationwide Permit (NWP):
Contractor shall comply with the Nationwide Permit 12 – Indiana General and Specific Conditions, as provided by the Owner and as shown or specified in the construction documents.
Earthwork operations shall consist of restoring disturbed drains to original grades consistent with existing bed and bank and/or restoring disturbed wetlands to original grade with the top 6-12 inches of being backfilled with the original topsoil. The Earthwork Contractor must contact Engineer to approve the layout of earthwork areas before actual earthwork begins.
Tracked or rubber-tired vehicles shall perform the earthwork.
Earthwork Contractor is to coordinate scheduling operations with Project Engineer and Restoration Contractor.
Special care is to be taken to avoid disturbance of surrounding wetland areas.
Excavated material must be stockpiled or distributed in a contained, upland area at the Owner's direction. Containment must allow material to dewater without allowing slurry to enter delineated wetlands or other waters of the United States.
Earthwork operations are to be completed during a consecutive period of working days on site, weather permitting. Should the Earthwork Contractor cease work prior to completion of proposed grades, during which time the project area becomes flooded, the Earthwork Contractor will be responsible for dewatering the site as necessary to continue the earthwork operations through completion. Should the Earthwork Contractor cease work at the direction of the Owner, or due to weather conditions (i.e. rain) and the project area becomes flooded, the Earthwork Contractor may request a change order for an adjustment in the contract sum to provide for dewatering.
Excess soil removed from disturbed drains and wetlands shall either be spread on-site in a contained upland area or removed from site, at the direction of Owner.
PRODUCTS (NOT USED)
EXECUTION
INSTALLATION AND MAINTENANCE- TEMPORARY CONTROLS
Temporary control measures shall be implemented and maintained to meet requirements under this section. 
TESTING
All materials provided under this Specification shall meet the requirements of the applicable sections of the Indiana Department of Transportation Standards Specifications (INDOTSS), latest edition.  
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